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Power Tool Division 
Rockwell International 
Made in USA ; 


5 new Rockwell double-insulated professional saws. 
More for your money than ever before. 


Rockwell's brandnew 642”, 7%”, and 844” heavy-duty 
professional saws, and 7%" and 8%” extra-heavy-duty 
Speedmatic® professional saws give you exceptional 
value and performance. They’re lighter, stronger, and 
more compact than the circular saws they replaced, with 
improved power/weight ratio. Peak horsepower ratings 
range from 1.75 to 3.0. They've got the muscle to handle 
almost any job you throw atthem. Hour after hour. 

Day after day. 


More productivity. 


We've put more extra-quality features into these pro- 

fessional saws so you can get more production out of 
them. Weight is down and power is up. They’re easier 
to operate, more accurate, and do a better all-around 
job under almost any job condition. 


New angle quadrant 
with exclusive adjust- 
able 90° stop assures ac- 
curate settings. Vertical ad- 
justment permits same 
hand position regard- 
less of depth of cut. 
Depth-control knob is 
also used as auxiliary 
operating handle. Both 
adjustments are upfront, 
have accurately calibrated 
scales, and are regulated by 
man-sized control knobs. 


Single sight line on any cut... one sight line to follow 
for any cut—straight, angle or bevel. See-through-top 
auxiliary blade guard with picture-window visibility gives 
operator a clear view of blade regardless of type of cut. 


Heavy-duty wrap-around ma- 
chined base provides solid sup- 
port, good stability and 
balance that gives op- 
erator positive control 
of blade movement 
through the cut. 


Powerful sawdust removal system. Powerful blower 
keeps dust away from line of cut. Sawdust ejector 
funnels sawdust down and away from the user so dust 
cannot collect in upper guard and bind telescoping 
blade guard. 


Precise panel ripping 

with offset motor housing. 
Notched housing permits 
use of edge guide. 


More safety. 


We've built more safety 
into these Rockwell saws. 


Double insulated. All 
metal parts are double 
insulated from current- 
carrying components for 
maximum operator safety. 
No grounding required. 


New safety lock-off switch prevents accidental startup. 
The Safety-matic button must be pressed down first 
before operator can use 

trigger to activate saw. 


Telescoping blade guard with miter lip construction 
minimizes momentary hangup as well as drag during 
all types of cuts. Guard has a safety lift lever for use in 
pocket cutting. Positive-action spring automatically 
returns guard to starting position at the completion of 
each cut. Auxiliary blade guard gives user picture- 
window visibility up to maximum depth of cut. 


Anti-kick clutch allows blade to slip on arbor should 
blade jam during cut, providing operator protection and 
protecting tool and work from possible damage. 


More service 


We build saws that re- 
quire a minimum of serv- 
ice. But when they do 
require service, we make 
sure they can be serviced 
quickly and easily. Most 
major components are 
interchangeable, and a 
complete line of replace- 
ment parts is available in 
a hurry if you ever need 
them. 


The exclusive Rockwell 
gear lubricator elimi- 
nates the need to dis- 
mantle the saw to lubri- 
cate the gear chamber. 
A twist of the cup ring 
pumps grease onto the 
gear and pinion. 
Removable motor end 
cap permits quick in- 
spection of brushes and 
commutator. 


More reliability. 


We put reliability into every saw through constant field 
testing and uncompromising standards of craftsman- 
ship. Check out any one of them and see why Rockwell 
professional saws deliver the value and performance 
you can build with. 


Failure-protected motors. They’re built tough to hang 
tough. They can take just about whatever the job dishes 
out. Motors are manufactured on fully automated and 
computerized winding and balancing equipment to 
minimize human error. Specially designed and engi- 
neered lead pull connections practically end commu- 
tator/lead breakage. And a new high-temperature coat- 
ing and bonding on the motor windings is resistant to 
moisture, harmful abrasives, momentary overload, and 
other causes of motor failure. 

Performance and durability. You get top performance 
because all saws have ball- and roller-bearing construc- 
tion. Plus precision-machined, hardened helical gears 
for more tooth strength and larger contact area. Glass- 
filled polyester components combine strength and 
rigidity for long life. And the rugged aluminum-alloy 
gear chamber and upper and lower guards help them 
survive rough jobsite treatment. 


- Special Introductory Prices! 


“Model316-002«~2~*”SCO Model 317 Model 318 
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$82.00 
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Specifications 
MODEL 316 iW 318 679 680 
MOTOR: 
UNIVERSAL SERIES 
120 VOLTS AC, 25-60 HZ 11 amp 12 amp 13amp 12.5amp 13.5 amp 
PEAK HORSEPOWER LYS 2.0 25 25 3.0 
NO-LOAD SPEED 5800 5800 5800 5800 5800 
BLADE DIAMETER 6-1/2" 7-1/4" 8-1/4" 7-1/4" 8-1/4" 
CAPACITY @ 45° 1-5/8” 1-29/32" 2-1/4" 1-29/32" 2-1/4" 
CAPACITY: @ 90° 2-1/16" 2-7/16" 2-15/16" 2-7/16" 2-15/16" 
all all all all all 

BEARINGS ball & ball & ball & ball & ball & 

roller roller roller roller roller 
OVERALL LENGTH 9-1/2" 9-1/2" 9-1/2” 10” 10” 
HEIGHT 7-1/2" 7-1/2" = 7-1/2" = 7-4/2" 7-4/2" 48094 Ant-kick Clutch Blade 
NET WEIGHT 10.5 Ib 10.9 Ib 11.8 Ib 12 |b 13.5 Ib 48095 A pee Lockup Blade 
SHIPPING WEIGHT 122lb 126lb 135lb 136lb 15.2\b Leeper see 
STANDARD EQUIPMENT: 48299 Blade Wrench 
48299 Blade Wrench, instruction manual, service parts list, 6’ power cord, and combination 43067 Carrying Case 
saw blade 53124 Rip Guide 
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